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BluCem FSC 
APPLICATION PARTNERS AND EQUIPMENT

APPLICATION PARTNERS

	� NA Group approved application partners

	� Expertise in time restrictive applications

	� Specialisation in fast set concrete 

	� Cooperation with Bluey to deliver advanced  
application system

VOLUMETRIC EQUIPMENT

	� Computerised mix design and calibration

	� Continuous weigh batching on powder bins

	� Dual powder bins to eliminate site loading

EQUIPMENT AND DELIVERY OPTIONS

	� Full installation and removal

	� Truck rental - includes trained operator and leading 
hand, if required

	� Training and project management - complete training 
for local operator and project management options

	� Product supply

APPLICATION ADVANTAGES

	� Graded aggregates to comply with best concrete 
practices

	� Liquid plasticiser to ensure consistent workability

	� High performance surface finish

	� Volumetric stability
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IMPORTANT NOTICE
This document is provided for general information and instruction only. 
Bluey does not warrant that the information it contains is accurate, reliable or 
complete. Bluey does not warrant that the product (or any related services)  
will achieve any of the characteristics set out herein in any particular application  
in the field, nor that it will be suitable for any specific use or purpose.  
The properties and characteristics set out herein represent typical testing results 
under laboratory conditions only. Results of actual product implementation may 
vary. Site-specific and project-specific criteria will affect product performance, 
including without limitation: surfaces, materials or products used with the 
product or to which the product is applied; and weather, climatic or seasonal 
conditions. The user must take into account all such criteria relevant to 
the project concerned when considering any desired results, including by 
undertaking trial mixing and application under site conditions. Not all product 
parameters are batch tested as part of the manufacturing quality control process, 
and performance may vary between batches.
 
If Bluey gives any express written product warranty in relation to the product, 
that warranty is subject to the foregoing qualifications, despite anything to the 
contrary in any other document. All other representations, advice, suggestions 
or promises regarding the product’s performance or its implementation, 
whether verbal or in writing, and whenever given, including in the course of 
any field services, are expressly disclaimed. Without limiting the foregoing, 
Bluey will have no liability for loss or damage of any kind if any application 
specifications are not followed.
 
The foregoing is not intended to exclude any warranties or guarantees which 
by law cannot be excluded. Subject only to the foregoing provisions of this 
Notice, and to the extent permitted by law, Bluey disclaims all liability for loss 
or damage of any kind suffered as a result of or in connection with the product 
or its implementation. If such liability cannot be wholly excluded, Bluey’s 
liability will, to the extent permitted by law, be limited to the replacement of 
the product itself or the direct cost of replacement of the product itself  
(not including any collateral or consequential loss or damage of any kind). 
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