
Project Completion: December 2018 
Application
WHERE WE USED BLUCEM HS400
This ventilation outlet building was constructed using precast panels that were 
manufactured off site and delivered when required for installation. BluCem 
HS400 was used to grout all of the joints between the precast elements. There 
were a variety of joints to be grouted varying from horizontal dowel joints to 
vertical key sections. 

WHY WE USED BLUCEM HS400
BluCem HS400 was selected for grouting the joints due to its thixotropic nature and 
easy application. Selecting this grout eliminated the need to ‘form up’ more than 100 
joints across the project. The structure was constructed in a narrow area beside the 
M4 Motorway and the client wanted see the building to be completed in the fastest 
time frame possible. 

Features and Benefits
 Pumpability
 Gravity resistant
 High 24-hour strength
Adjustable water ratios

  Increased project speed
 Reduced labor costs
Reduced equipment required on site

Summary
The thixotropic properties of BluCem HS400 increased project completion speeds 
as it eliminated the need to form up each joint between the 18 precast panels on 
each level. BluCem HS400 was highly recommended by the contractor and the 
client upon the completion of the project.

As part of stage one of the West Connex project there were a number of 
Ventilation Outlet Buildings to be constructed. These ventilation outlets are 
designed to maintain air quality both inside and outside of the tunnel. 
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